PK22
RANGE HOOD

Specially designed to be installed in custom canopy hoods for use over residential commercial-style cooking surfaces.

FEATURES
- Italian design
- Cabinet mount – custom application
- Finish: 430 Stainless Steel
- Widths: 29-13/16”, 38-7/16”
- 8” round duct connector/backdraft damper
- Halogen lighting (2 bulbs included on 29-13/16” hood or 4 bulbs on 38-7/16” hood; Type GU10, MR16 shielded, 120 volt, 50 watts max.)
- Slide controls: on-off, 3-speed
- Quiet, dual centrifugal blowers with two high-efficiency motors produce 1000 CFM
- Easily accessible, dishwasher-safe aluminum/stainless steel filters
- Heat Sentry™ - automatically turns blower to high speed when excess cooking heat is detected
- For indoor use only

OPTIONS
- Stainless liner (Model Nos. L2936, L2942, L3848, L3854, L3860)
- Ambient light panel (Model Nos. ALP36, ALP42, ALP48, ALP54, ALP60)
- Exterior blower version (PKEX22) available, providing 600, 900, 1200, or 1500 CFM exhaust

SPECIFICATIONS

<table>
<thead>
<tr>
<th>VOLTS</th>
<th>AMPS</th>
<th>CFM</th>
<th>SONES</th>
<th>DUCT</th>
</tr>
</thead>
<tbody>
<tr>
<td>120</td>
<td>6.23/7.06</td>
<td>1000</td>
<td>10.5</td>
<td>8” round</td>
</tr>
</tbody>
</table>

Mount range hood so bottom of hood is 24” to 30” above cooking surface.
PK22 MOUNTING

**CUT A HOLE IN THE BOTTOM OF THE CABINET**

Dimensions:
- 14-15/16"
- 8-3/4"
- 4-9/16"

A = 26-1/8" (PK2229)
34-3/4" (PK2238)

**WOOD OR METAL FLANGE TO SECURE SIDES OF UNIT**

**SEE CUTOUT DIMENSIONS**

**4 SCREWS** (Typical)

**METAL OR OTHER NON-COMBUSTIBLE MATERIAL**
*(Build to Measure)*

**FLUSH UNIT TO BOTTOM OF HOOD**